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Cohills Pro Series® SB Tint Paks are designed for use with solvent based
topcoats such as Cohills Pro Series® Clear Seal HS Sealer and Cohills® 4500
Urethane Top Coat. SB Tint Paks are pre-portioned for use with 1 gallon and 5

gallon containers.

» Product Availability

e Cohills Pro Series® SB Tint Paks are
available for 1 gallon containers and 5
gallon pails.

e Available in 12 colors

Desert Buff Desert Tan

Peach Saltillo
Buttercup Brick Red
Maddison Kool Gray
Suede Gray
Sand Black

» Mixing Instructions

Add Cohills Pro Series® SB Tint Pak
to sealer and mix thoroughly before ap-
plication. Mixing should be performed
with a mixing stick or cordless drill. Apply
according to sealer instructions.

» Precautions

e DANGER: FLAMMABLE LIQUID

o KEEP AWAY FROM HEAT, SPARKS AND
FLAME

¢ RECOMMENDED USE BY PROFESSIONALS

e NEVER APPLY AROUND HEAT SOURCES
SUCH AS WATER HEATERS, FURNACES,
ETC.

e AVOID CONTACT WITH SKIN AND EYES

e READ MATERIAL SAFETY DATA SHEET
BEFORE USING

» Warranty

The following warranty is made in lieu of all other
warranties, either expressed or implied. This product
is manufactured of selected raw materials by skilled
technicians. Neither the seller nor manufacturer has
any knowledge or control concerning the purchaser’s
use of this product and no warranty is made as to the
results of any use. The only obligation of either seller
or manufacturer shall be to replace any quantity of
this product which is proved to be defective and must
be received in writing within (1) year from date of
shipment. Neither seller nor manufacturer assumes
any liability for injury, loss or damage resulting from
use of this product.

*Refer to Cohills® Technical Bulletin CBS082013 War-
ranty-Disclaimer-Precautions for additional infor-
mation.
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